Il peso delle code di topo

Il peso della coda di topo riveste un ruolo di fondamentale importanza nelle moderne tipologie di lancio, ne condiziona il caricamento, la conseguente velocità di shoot e la possibilità di fare distanza.
Nel lancio con canna a una mano fino alla coda del 10, il problema è meno evidente in quanto, un buon lanciatore in caso di scaricamento dell’attrezzo è portato ad aumentare la velocità di progressione,invece, nel caso delle canne a due mani il giusto peso della lenza consente un caricamento ottimale, altrimenti difficilmente compensabile a fronte di un impegno fisico superiore al necessario
Le prime informazioni ci giunsero dalla AFTMA, che introdusse uno standard misurato nei primi 9 metri, indipendentemente dal profilo della lenza:
tabella di riferimento AFTMA

	N° coda
	Peso in Grammi

	#1
	3,8

	#2
	5,2

	#3
	6,5

	#4
	7,8

	#5
	9,1

	#6
	10,4

	#7
	12,0

	#8
	13,6

	#9
	15,6

	#10
	18,1


Di pochissimo variano le shooting taper (9 metri) Scientific Anglers grado di affondamento 3 e 4, in mio possesso pesate con una bilancia di precisione:
	N° coda
	Peso in Grammi

	#7
	13,0 

	#8
	15,0 

	#9
	17,0 

	#10
	20,0


Altre lenze classificate in grain (Teeny, Airflo, Rio), rappresentano un riferimento assoluto nella pesca con lo streamer, va considerato che 1 grammo equivale a 15,463 grain, quindi avremo:

	N° coda
	Peso in Grain
	Peso in Grammi

	#5/6
	130
	8.407

	#6/7
	200
	12.934

	#7/8
	250
	16.167

	#8/9
	300
	19.401

	#9/10
	350
	22.634

	#10/11
	400
	25.868

	#11/12
	450
	29.101

	#12/13
	500
	32.391


A questo punto, tralasciando il discorso sulle single hand, dove la tipologia di lancio eseguibile è limitata essenzialmente a due tipi, pescando principalmente in fiumi del piano e avendo la necessità di coprire molta acqua, il mio interesse si sposta nella combinazione double hand e shooting head. 
Occorre innanzitutto differenziare la tipologia di lancio che vogliamo eseguire, infatti i pesi sopra riportati rappresentano valori ottimali per lanci overhead che per dinamiche e movenze non si discostano molto dal lancio tradizionale con canna a una mano, nello spey o il moderno underhand i caricamenti ottimali delle moderne canne sono decisamente superiori e qui entra in gioco oltre al peso un altro fattore che condiziona la dinamica e il metodo con cui si carica la canna, definito anche come “ancoraggio” della lenza in acqua, che se eseguito correttamente gonfia “in gergo” la coda e permette di raggiungere distanze assolutamente impensabili, anche con ostacoli alle spalle.
In aiuto a noi poveri pam malati di performance di lancio, due aziende sono venute in nostro aiuto, in primis la Guideline flyfishing con le power taper da abbinare ai polyleader e la Rio con diversi modelli tra cui spiccano le outbound, che non ho ancora provato, ma per scelta e caratteristiche progettuali sono da ritenersi estremamente interessanti.
Dal catalogo guideline i modelli disponibili:
	TWOHAND   
	Lunghezza cm
	colore

	POWER TAPER DUAL  FLOAT
	
	

	#8/9-#9/10-#10/11-#11/12
	1350
	yellow/chartreuse

	POWER TAPER HOVER/CLEAR INTERMEDIATE
	
	

	#8/9-#9/10-#10/11-#11/12
	1350
	blue/transp.

	POWER TAPER CLEAR ORANGE INTERMEDIATE
	
	

	#9/10-#10/11-#11/12
	1350
	clear/orange

	POWER TAPER LONG DISTANCE

	
	

	FLOAT #9/10-#10/11-#11/12
	1620
	orange

	FLOAT/SINK1 #9/10-#10/11-#11/12
	1620
	orange/white

	POWER TAPER DDC CONNECT

	
	

	#8/9-#9/10-#10/11-#11/12 Int. head w/4,5 m. l, S1/S2 & S2/S3 tips
	

	POWER TAPER DOUBLE DENSITY
	
	

	POWER TAPER FLOAT W/TRANSP. INTERMEDIATE TIP
	

	#8/9-#9/10-#10/11-#11/12
	1350
	green/transp.

	POWER TAPER FLOAT/SINK1
	
	

	#8/9-#9/10-#10/11-#11/12
	1350
	yellow 

	POWER TAPER FLOAT/SINK3 
	
	

	#8/9
	1200
	chartreuse/green

	#9/10
	1350
	chartreuse/green

	#10/11-#11/12
	1350
	chartreuse/green

	POWER TAPER DDC SINK1/SINK2  
	
	

	#9/10-#10/11-#11/12
	1350
	aqua-green/grey

	POWER TAPER DDC SINK2/SINK3  
	
	

	#9/10-#10/11-#11/12
	1350
	dark blue/black

	POWER TAPER DDC SINK3/SINK4  
	
	

	#9/10-#10/11-#11/12
	1350
	green/brown

	POWER TAPER DDC SINK4/SINK5
	
	

	#9/10-#10/11-#11/12
	1350
	dark grey

	ST POWER TAPER SUPER FAST SINK 6
	
	

	#9-#10-#11-#12
	1300
	black


Le specifiche delle lenze
	POWER TAPER 
– THE ORIGINAL!
The POWER TAPER system consists of 10 different floating and sinking shooting heads that will cover every aspect and situation of modern flyfishing. Because you will adapt the POWER TAPER to suite your own rod, casting technique and fishing situation, it will easily increase your distance, accuracy and presentation, as well as your enjoyment in casting. Thanks to a wide range of different sinking rates, you will take control of your fishing from top to bottom
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PT LONG DISTANCE
The all new double hand LONG DISTANCE POWER TAPER system is designed and developed especially for those seeking a longer shooting head while using more traditional spey casting or wanting to get even more distance into their casting. LONG DISTANCE has a similar profile and build-up as a PT Dual POWER TAPER, but the weight has been differently distributed and compensated to suite the longer head. All this, in order to give you an even build up of power when loading the rod. As an introduction, the LONG DISTANCE POWER TAPER will be available in two different densities, floating and float / sink1.
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PT DDC CONNECT
For the very first time, we offer our POWER TAPER Heads with interchangeable tips. The DDC CONNECT, consists of an 9,5 meter long, Slow Intermediate main part, that can be connected to three different Double Density tips. Choose from Fast Intermediate, S1/S2 or S2/S3. The reason for choosing a Slow Intermediate main belly is that it carries the tips much better and that it handles wind and bulky flies with ease. This is an extremely good line to cast and it is easy to pull out of the water for a new cast. Conveniently, it also covers most encountered fishing situations, but you have to adjust it to suit your preferences and then also add a leader, but that’s all jus a piece of cake..
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PT DUAL FLOATING
This fantastic floating line with our new LOW PROFILE (LPd) DESIGN generates high line speed and casts almost like an Intermediate. LPd reduces the diameter of the line by almost 20%, without sacrificing weight. This is the reason for this line casting like an Intermediate even though it retains its good floating characteristics. The line has a unique dual two-tone barred chartreuse and yellow color that improves visibility both in the air and on the water, in all light conditions.
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These lines entered the market 3 years ago and have changed the sinking line fishing forever. All these lines are easy to lift off the water and they cast better then other comparable lines on the market. Secondly, they also fish well. Every line has a tip of around 5 meters that sink faster than the rest of the line. It means the fly will be presented at the right depth faster than with conventional sinking lines.
The DOUBLE DENSITY lines are the most advanced sinking lines available. Additional density is added to the tip of each line type to ensure that the line sinks with the tip noticeably before the belly. This process prevents”sagging” caused by the thicker mid-portion sinking more rapidly than the tip, which is common on traditional sinking lines. 

The DOUBLE DENSITY lines give the angler a better feel for fishing at the right depth and vastly improve the hook-up rate. The lines generate fantastic tight high-speed loops that turn over the leader and make the fly start to fish instantly. With the right choice of POWER TAPER lines suitable for yourself and the rod, you will be able to fish whenever and wherever you want.

F/S1 FLOAT / SINK 1
This is probably the most used Shooting head in Scandinavia, ever. There is probably at least one line in every salmon fisher’s possession, considering the amount of lines we have sold. This is a floating line with 3, 5 meters of Sink1 tip. This line will turn over large flies and make modern Speycasting a piece of cake. 
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F/S3 FLOAT / SINK 3
This line actually has three different densities; floating, intermediate and a Sink 3 tip. The intermediate part acts as an absorber to avoid the hinge that normally occurs between two such different densities as floating and Sink 3. If you want to fish deep and still control the drift, use 8´or 10´Super Fast or Extra Super Fast Poly leader. Alternatively, try a long, tapered Fluorocarbon leader and a Tube fly with a Tungsten Cone head and you will fish just as deep as with a traditional Sink 3 or 4.
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	CLEAR BLUE INTERMEDIATE 
This is a slightly fast Intermediate line. It casts like a rocket and fishes just a little bit below the surface.. A great line to cast and fish and perhaps the best we have ever made. Clear Blue Coating with Dacron core. Rapidly became our bestseller during 2004 and is a true must for any serious Power Taper angler.
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S1/2 SINK 1 / SINK 2
There are many of us among the Guideline crew and others as well that regard this line as the best they have ever used and fished. This line should be in the base outfit of every serious salmon and seatrout angler.
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S2/3 SINK 2 / SINK 3
This is a fast alternative to SINK-1/SINK-2 that casts and fish just as well. Use it in cold and fast water. 

S3/4 SINK 3 / SINK 4
This line will suit most conditions that require a sinking line. Cast wise it is almost cheating to use this line. It will handle large flies with ease and put them down to the fish. 

S4/5 SINK 4 / SINK 5
The S4/5 casts like a spear and sinks like a rock. This line will sink faster than a conventional Sink 4 and save your day when the water is high and cold. 


La tabella per calcolare il taglio della coda in rapporto a lunghezza e  potenza della canna

	CUTTING RECOMMENDATIONS FOR POWER TAPER HEADS
This chart will help you to choose the right length/weight to tune your Shooting Head to your rod and the type of fishing you do. We have divided the length/weight into two categories; TYPE 1 (blue color) is the shorter option, suitable for tighter and more difficult situations. For example; us a 9/10 wt. Power Taper Head cut at 10,5 – 10,9 meters if you fish in tight waters with an LPXe 13´ 8/9wt. rod. 
	The same 9/10wt. head but cut at 11,8 – 12,5 meters (TYPE 2) will work perfectly with a Le Cie 14´8 9/10 wt. rod. You will then get a Head that is longer, which will work superbly if you have more room and want to achieve great distance with overhead- or Speycasts.



	Length/ weight TYP 1

Length/ weight TYP 2

Power Taper

Rod length

Rod weight

Medium length

Long length

SINGLE HAND

7/8 Power Taper

9’3 – 10’8

T1 #6/7 wt. 

T2 #7/8 wt. 

9,5 -10,5 m/

10,8 -11,5 m/

8/9 Power Taper

9’6 – 11’0

T1 #7/8 wt. 

T2 #8/9 wt. 

9,5 -10,5 m/

10,5 -11,5 m/

DOUBLE HAND

8/9 Power Taper

12’6 – 13’7

T1 #7/8 wt. 

T2 #8/9 wt. 

10,0 -10,8 m/21,5 -23,0 g

11,5 -12,5 m/25 - 28 g

9/10 Power Taper

12’6 – 14’8

T1 #8/9 wt. 

T2 #9/10 wt. 

10,5 -10,9 m/25,0 -27,0 g

11,8 -12,5 m/32 - 35 g

10/11 Power Taper

12’6 – 15’8

T1 #9/10 wt. 

T2 #10/11 wt. 

10,8 -11,2 m/32,5 -34,5 g

12,0 -12,5 m/38 - 40 g

11/12 Power Taper

14’8 – 

T1 #10/11 wt. 

T2 #11/12 wt. 

10,8 -11,2 m/38,0 -43,0 g

12,0 -13,4 m/45g - over 50 g

These lengths and weights are for floating, Intermediate, S1/S2 and S2/S3 lines!
When using heavy sinking lines the lengths may vary, cut them little shorter! 




Un esempio pratico:
Sulla mia Sage grafite IV 10151 4pz 15,1 piedi lenza 10, utilizzo le 10/11 dalla intermedia alla sink 3/4, aventi un peso complessivo distribuito sulla lunghezza totale di 1350 cm di 50 grammi.
La giusta configurazione peso/potenza e lunghezza della canna, per ottenere un caricamento ottimale l’ho trovata tagliando la parte posteriore della lenza fino ad ottenere un valore di 36 grammi a cui va aggiunto il peso del polyleader (indispensabile per l’ancoraggio) variabile da 2 a 4 grammi ottenendo un peso complessivo di 40 grammi pari a 618.52 grain.
Come potete vedere il peso in questa combinazione si discosta notevolmente rispetto alle canoniche tabelle presentate all’inizio, tuttavia questi valori permettono alla canna di caricarsi immediatamente, “sentire” sempre la coda, consentire delle performance di lancio anche in zone poco praticabili con metodi tradizionali, infatti l’attrezzo in questione non sente nemmeno i 20 grammi di una st 10 s, comincia a caricarsi con una teeny 400 (25.8 grammi) e non ha problemi a gestire lenze fino a 650 grain (42.03 grammi).
Le outbound della Rio products sono disponibili dalla WF 5F alla WF 12 F, le stesse lenze anche con punta intermedia, per passare poi alle lenze con diverse combinazioni tra level galleggianti e intermedie abbinate a tre diversi gradi di affondamento delle teste.
Per praticità riporto dal catalogo le caratteristiche della WF 8, chi fosse interessato alla completa disponibilità di pesi e modelli può consultare il sito www.rioproducts.com.
	Use Metric Units

	Line
Size
	Running
Line Length
	Rear Taper
Length
	Body
Length
	Body 2
Length
	Body 3
Length
	Front Taper
Length
	Bullet Taper
Length
	Tip
Length
	Total Head
Length
	Head
Weight
	Total
Length
	Sink Rate
	Tensile
Strength

	WF8F
	82.5 ft
	1.0 ft
	5.0 ft
	15.0 ft
	8.5 ft
	7.3 ft
	0.2 ft
	0.5 ft
	37.5 ft
	330 gr
	120.0 ft
	.
	25.0 lb

	WF8F/I
	82.5 ft
	1.0 ft
	33.5 ft
	.
	.
	2.5 ft
	.
	0.5 ft
	37.5 ft
	330 gr
	120.0 ft
	1.5-2.0 in/s
	25.0 lb

	WF8I/S3
	82.5 ft
	1.0 ft
	33.5 ft
	.
	.
	2.5 ft
	.
	0.5 ft
	37.5 ft
	330 gr
	120.0 ft
	3.0-4.0 in/s
	25.0 lb

	WF8I/S6
	82.5 ft
	1.0 ft
	5.0 ft
	15.0 ft
	8.5 ft
	7.3 ft
	0.2 ft
	0.5 ft
	37.5 ft
	330 gr
	120.0 ft
	6.0-7.0 in/s
	25.0 lb

	WF8I/S8
	82.5 ft
	1.0 ft
	5.0 ft
	15.0 ft
	8.5 ft
	7.3 ft
	0.2 ft
	0.5 ft
	37.5 ft
	330 gr
	120.0 ft
	8.0-9.0 in/s
	25.0 lb


Come potete osservare dalla tabella, nelle varie versioni in cui è proposta,il peso della testa espresso in grain (330) rimane costante, a variare sono invece le densità di affondamento espresse in inch/sec., ma questo è un altro argomento 
Altro materiale interessante sempre dalla Rio sono il T8 e T14, sono lenze affondanti parallele in tungsteno confezionate in grandi bobine, sono vendute a prezzo per piede, dando la possibilità di confezionarsi in proprio una lenza ottimale come lunghezza e peso per la nostra canna.
La T 8 pesa 8 grain per piede, la T14, 14grain con grado di affondamento 8/9 inch/sec.
Se consideriamo una normale shooting taper lunga 30 piedi, utilizzando la T8 avremo 240 grain pari a 15,5 grammi, 420 grain/27.1 grammi per la T14.
In conclusione, queste tabelle con pesi equivalenti vogliono essere una traccia per coloro che desiderano ottimizzare il peso della lenza, con la precisa intenzione di ottenere i caricamenti ottimali soprattutto con le moderne canne a due mani. 

La strada percorsa in questi ultimi anni di prove e sperimentazioni, mi ha tolto qualche dubbio generato principalmente dai numeri di classificazione delle lenze riportate sulle confezioni, se proverete a pesare le code come ho fatto ultimamente, anche le galleggianti perché no, vi renderete conto che gli standard sono spesso disattesi, ogni azienda si comporta in modo del tutto personale, cosi troverete una wf 5 f di una ditta che carica perfettamente la vostra 9 lenza 5 , una di altra ditta che non la carica affatto.
Purtroppo questa è una situazione piuttosto frequente, l’ unico modo per aggirare gli ostacoli è quello di rivolgersi ad aziende che dichiarano oltre al numero di lenza anche il peso e le altre caratteristiche che riteniamo fondamentali per una scelta appropriata.
DANIELE ZOCCHI
